
New air screwdrivers
CSE…RE

Tighten all, tighten rapidly

Fiam Utensili Pneumatici Spa
Viale Crispi 123 - 36100 Vicenza - Italy
Tel. +39.0444.385000 - Fax +39.0444.385002
customerservice@fiamairtools.com
www.fiamairtools.com
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FIAM PRODUCTS ONLY USE
QUALITY COMPONENTS

Lever start

Model Code

CSE 5 LRE

CSE 6 LRE

CSE 8 LRE

CSE 10 LRE

CSE 5 PRE

CSE 6 PRE

CSE 8 PRE

CSE 10 PRE

Vi
br

at
io

ns

114812945 

114812946 

114812948 

114812950 

114812545 

114812546 

114812548 

114812550

Type Nm

1 ÷ 5

1,5 ÷ 6

1,5 ÷ 8

1,5 ÷ 10

1 ÷ 5

1,5 ÷ 6

1,5 ÷ 8

1,5 ÷ 10

r.p.m.

2500

1500 

1000

500

2300

1400 

900

450

Type Type kg

0,94 

0,94 

0,94 

0,94 

1 

1 

1 

1

40x230 

40x230 

40x230 

40x230 

36x216x154 

36x230x154 

36x230x154 

36x230x154

Øxlxh dBA

77 

77 

77 

77 

78 

78 

78 

78

m/sec.2

* 

* 

* 

* 

* 

* 

* 

*
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Tightening
torque

on soft
joint (Nm)

l/s

9 

9 

9 

9 

9 

9 

9 

9
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F 1/4''

F 1/4''

F 1/4''

F 1/4''

F 1/4''

F 1/4''

F 1/4''

F 1/4''

Nm
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Reversibility: all models are suitable for
tightening and untightening operation

Push button

• The figures shown are measured at a pressure of 6,3 bar
(ISO 2787), the recommended operating pressure.

• The tightening torque values have been measured in accordance 
with ISO 5393 standard.

• Noise level has been measured in accordance with ISO 3744 and
ISO 15744 standards.

• Vibrations level have been measured in accordance with
ISO 8662-1 and ISO 8662-7 standards.

• Accessory drive: female hexagonal drive 1/4", 6,35 mm (ISO 1173).
• The code number must be used when ordering.

The data given in the table are indicative and can be changed
without prior notice. The torque values are purely indicative and
may be influenced by the softness of the type of joint, by the type
and length of the screw, by the pressure and quantity of air
supply, and by the type of accessory used. The values indicated
for sound pressure and vibration levels were obtained in the
laboratory, performing tests that comply with the standards
stated, but alone are not sufficient for calculating risks. Values
measured in the single work places may be higher than those
stated. The values of actual exposure and consequent risks are
specific and depend on the operator’s method of work, the type
of work piece and the work place, as well as the operator’s time
of exposure and his physical conditions. Fiam cannot be held
responsible for any consequences deriving from the use of the
information in the table when evaluating risks in the work place
over which Fiam has no control. For all further details, please
apply to the Fiam Technical Consultancy Service.

CSE... = model name • 5 = maximum tightening torque in Nm • L = Lever • P = Pistol • R = Reversible • E = External clutch adjustment

Legend

Standard equipment (supplied with the tool)

Accessories available upon request

• Additional clutch spring 
• Hanging ring
• Use and maintenance manual
• Eco-friendly packaging

• Bits, hexagonal sockets; balancers, exhaust silencers 
and other compressed air system accessories: see 
Accessories Catalogue

• Auxiliary grip
• Swinging arm stand to facilitate tightening operations: 

BA15 and SL60 models (see Accessories Catalogue n. 33)

Legend

CSE…RE air screwdrivers are designed for use with lubricated and unlubricated compressed air

* Any air screwdrivers which uses a “slip clutch” torque control (and similar) generates vibrations over 2,5 m/sec2.
We therefore recommend to use Fiam air screwdrivers with a Jointech-Plus torque control system with automatic and
immediate air shut-off) which have a vibration level of less than 2,5 m/sec2.



Optimization of the tool performances in
regard to ergonomics and operator safety

The low weight and the ergonomic grip
make it easier to hold the screwdriver,
improving the handling and operator’s
comfort

In respect to a screwdriver without clutch
(direct drive), the slip clutch type guarantees
an extreme easy handling in the
tightenings

For straight models, the sheath made of
plastic material guarantees thermal
isolation of the operator’s hand

For straight models, the grip’s shape and
the no slip grip avoid that the hand slips
towards the tightening point, above all in
case of big thrust on the screw

The hanging ring allows a more comfortable
and versatile use of the screwdriver

The pistol grip is characterised by ‘high
grip’ for exercising sufficient thrust keeping
the tool aligned with the arm. Ensures the
arm is not subject to bending force which
would fatigue it

Comfortable low effort reverse button:
it reduces finger fatigue of the operator

The built-in silencing system and the
controlled diffusion of the exhaust air
flow (for the pistol grip version) allow to
considerably reduce the noise level

The grip is designed to be used both by
right and left hand operators and to
guarantee the correct ergonomics to the
female hand too

Perfection is in your
hands

A careful design guarantees long lifetime
and reliability of the components which
results in high productive process, less
maintenance and repair costs

They represent a useful solution on any type
of joint up to 10 Nm, especially with self-
threading screws

The internal gears guarantee lasting
performances and long life of the
screwdriver

The slip clutch adjustment is external:
thanks to a regulator on the ring nut it is
possible to increase and decrease the
tightening torque, just turning the ring
towards the symbol + or - indicated by the
arrow

Be demanding

Considerable increase of the efficiency of
the productive cycle thanks to innovative
systems

They can be used in all productive fields
and where small batch production is
made: they are particularly indicated when it
is necessary to continue to change the
type of screw and one must adjust the
tightening torque

The quick-change chuck allows a faster
replacement of the accessories and more
work safety for the operator

In respect to a standard screwdriver with
slip clutch, they have the external clutch
that avoids long operation of internal
adjustment

Don't be satisfied with
the maximum

Innovative systems designed paying even
more attention with respect to environment
and of its safeguard

The advanced technological design of the air
motor permits very high decrease of
compressed air consumption, without
affecting tool performances

All the components are easy to dispose of
because they are built using recyclable
materials; therefore they won’t be an
environmental pollution and/or personal
safety hazard

The possibility of using non lubricated air
eliminates the emission of oil fog into the
environment

Naturally innovative

ErgonomicsReliability Productivity EcologyThe practicality is in
your hands

CSE...LRE

CSE...PRE

Practical and versatile, the new Fiam air screwdrivers CSE...RE allow to
quickly and repeatedly adjust the tightening torque to change the screw.
Thanks to external clutch adjustment they are the ideal instrument to
quickly and effectively solve any tightening need.

Big screws. Small screws:
all the solutions with just one screwdriver 

 


